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X-431 Series
Diagnostic Tools for Professional Workshops
With over 20 years of experience, LAUNCH is one of the leading manufacturers in professional vehicle 
diagnostics with the X-431 being our flagship series. Our smart X-431 Series workshop tablets have 
a wide vehicle coverage paired with high test depth. The X-431 app offers you weekly updates and 
guarantees a constantly growing diagnostic scope.

Intuitive 
Operation

The clear menu structure of our diagnostic app 
guides every user quickly to their destination. 
All steps are conveniently completed through 
a touch screen with one-finger operation. A 
modern Android operating system ensures a 
smooth program flow.

Automatic Vehicle 
Recognition

With intelligent diagnostics, you can identify 
vehicles without having to select a manufacturer 
beforehand. With our specially developed 
VIN decoding process, our diagnostic app 
recognises the vehicle manufacturer or model 
automatically. A manual type selection is no 
longer necessary.

Recording and Playback of 
the Parameters

Our integrated recording function helps with 
sporadic errors that only occur under certain 
driving conditions. All marked parameters 
of a control unit can be stored over a longer 
period with a single click. Due to the integrated 
playback function it can be used for immediate 
evaluation.

Freeze 
Frame

Check the parameters and time after a stored 
error occurs. Most manufacturers currently 
store all information such as temperature, 
speed, velocity and time in the event memory 
of a control unit.

Maintenance Menu of Relevant 
Service Functions

In our maintenance menu, a service interval 
can be reset with a few clicks, new batteries 
can be relearned or a throttle valve can be 
reset. This is supported by an automatic vehicle 
identification and simple menu navigation, 
which brings every user to his goal quickly.

Wide Vehicle Coverage for 
Maximal Diagnostics 

Whether common vehicles or luxury cars, 
with the X-431 Series you can handle a wide 
range of your customer's fleet, from VW Golf 
to Porsche Cayenne. Especially vehicle mod-
els from Far Eastern manufacturers such as 
Honda, Kia, Nissan, Toyota or even Lexus.

ADAS 
Calibration

After replacing a windscreen or bodywork, the 
sensors of the Advanced driver assistance 
systems often have to be recalibrated. Adapted 
to our new calibration set X-431 ADAS PRO, 
you now have the possibility to recalibrate 
the lane departure warning system, Vehicle-
interval radar or the rear view camera with our 
diagnostic software.

Updates at 
Fair Prices

With your X-431 workshop tablet, you will 
always automatically receive an update 
package without any further contractual 
obligation. You can always purchase your 
updates according to your personal needs, 
even if you haven’t updated it for some time.

Supports During Fault 
Diagnostics and Service Work

Our extensive LAUNCH CarSET Database 
supports you in all workshop work. Whether 
it's guided fault diagnosis with circuit diagrams, 
repair data or torque values. Thanks to our per-
manent maintenance you are always up to date 
and also informed about current manufacturer 
recall actions.

Intelligent Diagnosis 
Assistent (IDA)

The new intelligent diagnostic assistant (IDA) 
from LAUNCH powered by WalkMe helps you 
to learn diagnostic processes and functions 
more quickly. 

Cloud 
Print

The LAUNCH Cloud Print platform is an online 
database and offers the possibility to store 
and print all diagnostic reports of a registered 
LAUNCH X-431 diagnostic device online. With 
the help of the cloud print platform, it is now 
easily possible to provide the customer with a 
diagnostic report without having the diagnostic 
device in place. Departments that deal with 
invoicing or customer support benefit from this 
new possibility of location-independent data 
retrieval.
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Combi Diagnostic Solution
-431 EURO TAB III

The X-431 EURO TAB III, based on Android 9 system, is the latest addition to our X-431 Series and the 
newest high-end vehicle diagnostic device that has been developed by LAUNCH. It passes on all technology 
and diagnostic advantages from the previous X-431 EURO TAB II model, such as wide car model coverage, 
powerful test functions, multiple special functions, accurate test data, as well as 6 new service functions 
and more. It comes with Smartlink C as an equipped standard VCI, supported with LAUNCH Super Remote 
Diagnosis System (SRDS).

Software Updates Included Remote Diagnostics Solution

Included CarSET PRO Database Compatible Modules: 
Included: O2-2 ScopeBox, X-431 TSGUN, 
Optional: S2-2 SensorBox, BST360 Battery Tester, 
                  VSP-800 Videoscope, X-PROG3 Immobiliser

ADAS Function Intelligent Diagnosis Assistent

J2534

Supports PassThru, DoIP Cloud Print

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof

Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

Start-Stop 
Reset

Transport 
Mode

Tyre Diameter 
Reset   

Window Re- 
gulator Reset

Menu 
Language

Gasoline 
Particulate 

Filter

Intelligent 
Cruise Control 

System 

A/C System 
Relearn 

Motor Angle 
Calibration 

Engine Power 
Balance 

Monitoring

High Voltage 
Battery 

Diagnostics 

Immobiliser Turbo 
Matching

Clutch 
Matching

FRM 
Matching

Rain Light 
Sensor 

Gateway 
Module Data 
Calibration

ECU Reset 

optionally available

Technical Data X-431 EURO TAB III 	              SmartLink   

Operating System
Android 9.0

Processor
2,0 GHz

8 Octa-Core

Display
13,3“ 

1.920 × 1.080 px

RAM
8 GB

Memory
256 GB

Micro SD Card
up to 128 GB

( not included) 

Supports 
Passenger and 

Commercial 
Vehicle

Remote Diagnosis Local Diagnosis

J2534

PassThru
J2531, D PDU, 

RP 1210     

Wi-Fi                   
2,4 GHz / 5 GHz  

USB
Type C, A  

Bluetooth                 Camera                  
8 MP Front
13 MP Rear

Battery
9.360 mAh

7,6 V / 71,1 Wh

Dimensions
353 × 236 × 71 mm

Compatible with 
DoIP                   

X-431 EURO TAB III CarSET PRO
Database

 X-431 EURO TAB III Tablet, SmartLink, O2-2 
ScopeBox, X-431 TSGUN and 4 Sensors, USB Cable 
and USB Power Adapter, 3 Car Connectors: BENZ-38, 
BENZ-14, BMW-20

Over time modern vehicles are being equipped with 
increasingly more electric systems, which make 
the diagnosis for independent workshops without 
OEM Diagnosis Software more difficult. Remote 
diagnostic is the solution for this problem. By using 
the SmartLink C device, a well-trained diagnostic 
technician can remotely connect to the car using 
the PassThru function and can then provide an OE-
Level diagnosis including troubleshooting, coding and 
special functions. 

All that is needed is a SmartLink C device connected 
to the internet and the vehicle. As soon as these 
requirements are met, the SmartLink C device 
will enter the "Remote Diagnostic Mode" which 
will connect you directly to a professional remote 
diagnostic technician. You can then easily request 
required services. If needed you can also extend the 
Remote Diagnostic software to heavy duty vehicles 
(HD) and trucks to access more powerful and 
additional diagnostic possibilities on OE-Level. 

Remote Diagnostic
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Combi Diagnostic Solution
-431 EURO LINK

BENZ 38, BENZ 14, BMW 20, OBD I Adapter Box, 16-pol 
OBD-Bluetooth Adapter, Double Clamp Power Line, Cigarette 
Lighter Line, Extension Line, PIN Envelope

The X-431 EURO LINK, equipped with a 10.1 HD display, is the latest automotive diagnostic solution from 
LAUNCH and, with its powerful hardware and software specially adapted for the European market, offers a 
comprehensive and optimal solution for all automotive workshops. With numerous diagnostic functions, such as 
reading/clearing fault codes, reading parameters, actuation tests, coding, a total of 30 practical service functions 
and more, it covers all local diagnostic requirements. 

Software Updates Included Access to Remote Diagnostic Services 
via SmartLink VCI

Includes CarSET PRO Database with 
Electronics and Smart

Intelligent Diagnosis Assistent

ADAS Function Cloud Print

HV Service Functions for Electronic Vehicles

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Immobiliser Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

A/C System 
Relearn 

Transport 
Mode

Tyre Diameter 
Reset   

Window Re- 
gulator Reset

Menu 
Language

Gasoline 
Particulate 

Filter

Intelligent 
Cruise Control 

System 

Motor Angle 
Calibration 

Engine Power 
Balance 

Monitoring

High Voltage 
Battery 

Diagnostics 

Clutch 
Matching

FRM 
Matching

Rain Light 
Sensor 

optionally available

Technical Data X-431 EURO LINK 	               SmartLink C

Operating System
Android 10

Processor
2,0 GHz
4 Core

Display
10,1“ 

1.280 × 800 px

RAM
4 GB

Memory
128 GB

Wi-Fi                   
2,4 GHz / 5 GHz 

Supports  
Passenger and 

Commercial 
Vehicle

Remote Diagnosis Local Diagnosis

J2534

PassThru
J2531, D PDU, RP 

1210     

USB  Bluetooth                 Camera                  
5 MP Front
8 MP Rear

Battery
6.300 mAh

Dimensions
274 × 190 × 40 mm

Compatible with 
DoIP                   

X-431 EURO LINK  CarSET Pro 
Electronics and Smart Database

Over time modern vehicles are being equipped with 
increasingly more electric systems, which make 
the diagnosis for independent workshops without 
OEM Diagnosis Software more difficult. Remote 
diagnostic is the solution for this problem. By using 
the SmartLink C device, a well-trained diagnostic 
technician can remotely connect to the car using 
the PassThru function and can then provide an OE-
Level diagnosis including troubleshooting, coding and 
special functions. 

Defective vehicle of your customer on-site in your 
workshop or externally at mobile services.
Connect the SmartLink device to the vehicle 
via OBDII port.

All that is needed is a SmartLink C device connected 
to the internet and the vehicle. As soon as these 
requirements are met, the SmartLink C device 
will enter the "Remote Diagnostic Mode" which 
will connect you directly to a professional remote 
diagnostic technician. You can then easily request 
required services. If needed you can also extend the 
Remote Diagnostic software to heavy duty vehicles 
(HD) and trucks to access more powerful and 
additional diagnostic possibilities on OE-Level. 

The SmartLink can communicate with your 
diagnostic device via cloud platform and easily 
access OBD diagnostic functions as well as the full 
range of the X-431 EURO LINK service functions.

Remote Diagnostic

Local Diagnostic
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Entry Into The X-431 World
-431 EURO TURBO II

Softcase:  2 vehicle Connectors: BMW-20, BENZ-38, 
DBScar VII VCI, DoIP adapter cable, VCI connection cable, 
power adapter, USB cable type A/C

optionally available

Enter the world of professional vehicle diagnostics with the brand new X-431 EURO TURBO II. As the direct 
successor to the renowned X-431 EURO PRO 5, it redeýnes the standard and o ers an excellent entry into 
LAUNCH's proven X-431 diagnostic series. Thanks to improved software and stronger hardware, the X-431 
EURO TURBO II is a true game changer. It is designed to make your everyday workshop work more e cient 
and productive. 

Software Updates Included Guided Diagnosis

Included CarSET Electronics Database
Cloud Print

ADAS Function

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Gasoline 
Particulate 

Filter

Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

Menu 
Language

Transport 
Mode

Tyre Diameter 
Reset   

Intelligent 
Cruise Control 

System 

A/C System 
Relearn 

Clutch 
Matching

FRM 
Matching

Rain Light 
Sensor 

Immobiliser Window Re- 
gulator Reset

 

X-431 EURO TURBO II

DBScar VII VCI

 X-431 EURO 
TURBO II

CarSET Electronics

Technical Data X-431 EURO TURBO II 	     DBScar VII VCI

Operating System
Android 10

Processor
2,0 GHz
4 Core

Display
10,1“ 

1.280 × 800 px

RAM
4 GB

Storage
128 GB

Wi-Fi                   
2,4 GHz / 5 GHz 

Local Diagnosis 
via Bluetooth

Stable Connection Compatible with 
DoIP

J2534

CAN
FD/CN/SCAN/

FCAN    

USB  Bluetooth                 Camera                  
5 MP Front
8 MP Rear

Battery
6.300 mAh

Dimensions
274 × 190 × 40 mm

J2534

J1850 PWM
KWP/L-line

Chrysler CCD and 
more J2534                 
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Vehicle Key Programming

X-431 IMMO PAD X-PROG 3

The X-431 IMMO PAD, based on Android 7.1 system, is a new 10 inch vehicle key programming device 
developed by LAUNCH. It is equipped with a powerful hardware as well as anti-theft solutions for locksmiths 
and car repair shops. The X-431 IMMO PAD supports vehicle key, engine / gearbox programming and offers 
powerful reprogramming of multiple parts. In addition, it passes on LAUNCHôs advantages in diagnostic 
technology, such as wide car model coverage, powerful diagnostic function, many special functions and 
accurate test data.

Software Updates Included Anti-Theft Password Reading
and Replacement

Remote Control Matching Anti-Theft Type Identification

Key Chip Read & Write Remote (optional license) and 
Local Diagnosis

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Immo PROG Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

Start-Stop 
Reset

Transport 
Mode

Tyre Diameter 
Reset   

Window Re- 
gulator Reset

Menu 
Language

Gasoline 
Particulate 

Filter

Intelligent 
Cruise Control 

System 

A/C System 
Relearn 

Motor Angle 
Calibration 

Engine Power 
Balance 

Monitoring

High Voltage 
Battery 

Diagnostics 

Immobiliser Turbo 
Matching

Clutch 
Matching

FRM 
Matching

Rain Light 
Sensor 

Gateway 
Module Data 
Calibration

ECU Reset 

-431 IMMO PAD

Technical Data X-431 IMMO PAD 	              SmartLink C

Operation 
System

Android 7.1

Processor
2,0 GHz
8 Core

Display
10“ FullHD IPS
1.920 × 1200 px

RAM
4 GB

Memory
64 GB

Wi-Fi
2,4 GHz / 5 GHz    

Display
3,97" Single 

Touch Screen

Working Voltage
DC 9 – 36 V

Memory
8 GB

Working 
Temperature

- 10° C – 50° C

USB  Bluetooth                 
Camera                       

Front: 8 MP
Rear: 13 MP

Battery
9.360 mAh

Dimensions
320 × 211 × 46 

mm
Wi-Fi 5 GMHz

Ethernet
USB

Type B 2.0 
Bluetooth     Dimensions

204 × 110 × 45 mm

Power Adapter, 5V/ 5A, Type A to type C USB 
Data Cable, Connection Cable, X-431 IMMO 
PRO Quick Start

Anti-Theft Matching
Engine / Gearbox

Remote Diagnostic

SmartLink C
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Vehicle Key Programming

X-431 IMMO PRO X-PROG 3

X-431 IMMO PRO, based on Android 10 system, is a new 8 inch vehicle key programming device developed
by LAUNCH. It provides powerful anti-theft solution to locksmiths and car repair shops. It supports vehicle
key, engine and gear box programming, featuring powerful multiple parts reprogramming and wide range of 
vehicle coverage. Compared to the LAUNCH IMMO PAD, it offers only a superficial diagnostic function like read 
out & delete fault codes and read out parameters. It passes on LAUNCHôs advantages in diagnostic technology, 
such as wide vehicle model coverage and accurate test data. The user-friendly interface increases efficiency 
of daily work. The X-431 IMMO PRO is the perfect combination of a powerful key programmer and a high-end 
automotive diagnostic device.

Software Updates Included Key and Immobiliser Programming

Wide Vehicle Coverage 110+

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Immo PROG Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

Start-Stop 
Reset

Transport 
Mode

Tyre Diameter 
Reset   

Window Re- 
gulator Reset

Menu 
Language

Gasoline 
Particulate 

Filter

Intelligent 
Cruise Control 

System 

A/C System 
Relearn 

Motor Angle 
Calibration 

Engine Power 
Balance 

Monitoring

High Voltage 
Battery 

Diagnostics 

Immobiliser Turbo 
Matching

Clutch 
Matching

FRM 
Matching

Rain Light 
Sensor 

Gateway 
Module Data 
Calibration

ECU Reset 

-431 IMMO PRO

Technical Data X-431 IMMO PRO 	              X-PROG 3

Operation 
System

Android 9.0

Processor
2,0 GHz
4 Core

Display
8“ FullHD IPS
1.280 × 800 px

RAM
4 GB

Memory
64 GB

Wi-Fi
2,4 GHz / 5 GHz    

Interface
DB26, DB15

Anto-Theft Type
Identification

Remote Control 
Matching

Key Chip
Read & Write

USB  Bluetooth                 Camera                       
Rear: 8 MP

Battery
6.300 mAh

Dimensions
234 × 166 × 39 

mm

Anti-Theft 
Password 
Reading

Anti-Theft 
Component 

Replacement

Input Voltage
DC 12 V

Dimensions mm 
39 × 107 × 298

Mains adapter, 5V/ 5A, USB data cable type 
A to type C, connection cable, X-431 IMMO 
PRO quick start guide, X-432 PIN envelope

Anti-Theft Matching
Engine / Gearbox

Supports
•	 ECU replacement of 4 ◄ ᾪ generation VW / AUDI engines
•	 ECU replacement of 5◄ᾪ generation VW / AUDI, Bosch and Siemens engines.
•	 AUDI 4th generation EZS, comfortable central control system and  

KESSY chip all lost data and replacement.
•	 BMW F and BMW G chassis 8HP gearbox ECU program wiping 
•	 BMW CAS4 / CAS4+ module replacement
•	 ECU cloning and replacement for BMW Siemens engines
•	 Erase the password for Mercedes-Benz engine and gearbox within 3s
•	 And more
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With the EU Regulation 2018/858 coming into 
effect, more and more vehicle manufacturers 
have started to protect access to the vehicle 
electronics via the OBD interface using so-called 
security gateway modules. This affects the 
previously unrestricted communication between 
the vehicle diagnostic device and the respective 
vehicle. LAUNCH Europe GmbH currently offers 
SGW activation for FIAT Chrysler Automobiles 
(available with Maserati), Mercedes and Renault 
/ Dacia models to enable activation and thus full 
access to all diagnostic  
functions again.

LAUNCH Europe has now implemented the new 
Intelligent Diagnostic Assistant IDA on the latest 
X-431 diagnostic devices. IDA is a program that 
will explain and guide you through your LAUNCH 
X-431 diagnostic tool. It will show you the high 
diagnostic performance of the tool and how to 
use it.

Security Gateway Intelligent Diagnostic Assistant IDA

Within the framework of a cooperation agreement with the FCA Group, 
Renault / Dacia, Mercedes and Maserati LAUNCH Europe GmbH enables 
the SGW activation of all vehicle models equipped with the Security 
Gateway technology. In this way, unrestricted vehicle communication 
between the vehicle diagnostic device and the vehicle can be realised again 
and all diagnostic functions can be fully used.

Vision
LAUNCH Europe will continuously develop and improve the performance 
of IDA. Step by step we will implement various informations and traning 
modules into our system to support all technicians.

Advantages Security Gateway IDA Advantages

Unrestricted Diagnosis
With a LAUNCH SGW activation 
card, it is possible to regain full 
access to the vehicle's control 
units and on-board electronics.

Diagnostic Onboarding / 
Training
With tutorials, training courses, 
technical information and a basic 
diagnostic function support, IDA 
is programmed to introduce the 
functionality of LAUNCH X-431 
devices. IDA offers a guided tour 
through the system and shows an 
overview of the main settings and 
functions.

Special Functions Available
With the purchase and registration 
of a Security Gateway licence for a 
LAUNCH X-431 diagnostic device, 
you will still have access to special 
functions such as coding  
and programming.

Diagnostic Support / 
Technical Solutions
Step by step video content of 
the main features and service 
functions will be implemented into 
the system. In future LAUNCH 
Europe will develop the diagnostic 
assistant IDA to offer a reliable and 
professional solution for various 
diagnostic problems.

Quick and Easy Access
You can order your SGW activation 
quickly, easily and conveniently via 
our sales partners. We currently 
offer SGW activation for FIAT 
Chrysler Automobiles and Renault 
/ Dacia models.

News / Software Updates and 
Feedback
Updates, news und other 
informations will also be 
announced by the system.
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Semi-Professional Diagnostic
The CRP MOT IV is a further development of the MOT III especially for Europe. With its new hardware
and diagnostic functions, it is the ideal entry-level unit for diagnostic work or as a second device in the 
workshop. New diagnostic options of the CRP MOT IV such as 31 powerful service functions, actuator test and 
much more. Includes the new DBScar VII VCI with more protocols and a more stable connection. 

Features

Software Updates Included Battery Tester, TSGUN and Videoscope

Wide Vehicle Model Coverage

Service Functions

Electric 
Parking Brake 

Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate 

Filter

Injector
Coding

Relearning
Throttle Valve  

Tyre Pressure 
Monitoring 

System

Crankshaft 
Position 
Sensor 

Gasoline 
Particulate 

Filter

Adaptive 
Driving Light 

Transmission 
Adaption Value 

Reset

Sunroof Chassis 
Calibration  

Exhaust Gas 
Recirculation  

Fuel Mixture 
Adaption

AdBlue Reset Coolant 
Venting

Nitrogen Oxid 
Sensor Reset

Driver's Seat 
Memory

Start-Stop 
Reset

Transport 
Mode

Tyre Diameter 
Reset   

Window Re- 
gulator Reset

Menu 
Language

Intelligent 
Cruise Control 

System 

A/C System 
Relearn 

Engine Power 
Balance 

Monitoring

Immobiliser Rain Light 
Sensor 

MOT IV
Technical Data CRP MOT IV 	                        DBScar VII VCI

Operating System
Android 10

Processor
2,0 GHz
4 Core

Display
8“ 

1.280 × 800 px
Gorilla Glass

RAM
4 GB

Memory
64 GB

Wi-Fi                   
2,4 GHz / 5 GHz 

Local Diagnosis 
via Bluetooth

Stable Connection Compatible with 
DoIP

J2534

CAN
FD/CN/SCAN/

FCAN    

USB  Bluetooth                 Camera                  
5 MP Front
8 MP Rear

Battery
6.300 mAh

Dimensions
274 × 190 × 40 mm

J2534

J1850 PWM
KWP/L-line

Chrysler CCD and 
more J2534                 

Softcase:  2 vehicle Connectors: BMW-20, BENZ-38, 
DBScar VII VCI, DoIP adapter cable, VCI connection cable, power 
adapter, USB cable type A/CCRP MOT IV

DBScar VII VCI

 X-431 MOT IV
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X-431 Diagnosis
Accessories

HD Box 2.0
The new LAUNCH X-431 HD Box 2.0 is the new VCI standard for LAUNCH commercial vehicle diagnostics. This 
VCI technology offers a faster and more stable data transmission, a user-friendly visual interface, supports PassTh-
ru function and also super remote diagnosis with an optional license. It supports the full systems diagnosis, the func-
tionality of DTC reading, DTC clearing, data stream reading, special functions and actuation test. It covers engine 
software such as Mercedes-Benz, Renault, Volvo, Scania, MAN and DAF and many others.

CPU
Dual Processor 
Cortex-A7 / M7

Operating Voltage
DC 9 - 36 V

Power 
Consumption

< 6 W

Working Temp.
0° C – 50° C

Storage
8 GB

Memory
256 MG

Communication
WIFI / Bluetooth /

Ethernet

Dimensions [mm]
200 × 110 × 47

Supports over 100 
Manufacturers

TruckSET 
Database

Trucks, Buses, 
Construction,
Agricultural 
Machinery

Communicates with 
X-431 Series

Supports PassThru
Function

Support Remote 
Diagnosis

O2-2 ScopeBox
Turn your X-431 EURO TAB III into a 4-channel oscilloscope with the help of the LAUNCH O2-2 ScopeBox. The 
ScopeBox captures faulty / irregular signals for curve analysis on the screen of the X-431 EURO TAB II/ TAB III. 
This analysis can be used to detect various defects, e.g. in sensors, actuators and circuits. 

1 GB for 4 
Channels

DC Accuracy
± 3 %

Bandwidth
100 MHz

Rise Time
Ñ 3,5 ns (typical)

Sampling Rate 
1 GB for 4 Channels

Input Impedance
1 Mɋ Ñ 1,5 %

Memory Depth
50 MB for 4 Channels

Vertical Resolution
8 bit

Vertical Scale
5 mV ~ 10 V

Vertical O set Range
Ñ 2,5 V Ñ 120 V 

Invert
Support

Coupling
DC, AC

Time Base
50 ns  –  1 ks

Time Base Precision
20 ppm

Automatic Measurement
23 Modes

Powerful Trigger 
Function

HD Pack
HD Pack for X-431 EURO TAB II and EURO TAB III consists of activation code for HD Software and non-standard 
HD cables. The Smartbox 3.0 (EURO TAB II) and Smartlink (EURO TAB III, EURO LINK, EURO PRO5 LINK) are 
both compatible with both 12 V and 24 V.

S2-2 Sensorbox
The S2-2 Sensorbox is specially designed for the diagnosis and simulation of sensor faults. It mainly contains ñSen-
sorò, ò Actuatorò, ñDefined / Drawò, ñTiming Waveformò and ò Multimeterò. The module cannot be used separately, but 
must be operated together with LAUNCH-specific diagnostic tools that are compatible with this module.

2 Channels Accuracy
± 1 %

Amplitude Range
0 V  –  20 V

Max. Current 
Output 20 mA

 Frequency Range
0  –  20 kHz

Square Wave Signal 
0  –  15 kHz

Duty cycle 
0 - 100 %

Power Supply
Max. 20 mA

Fixed Frequency 
Simulation

Predeýned Wave 
Simulation

Predefined 
Frequency Range

2 Signal Generator 
Interfaces

External Power 
Supply

1 x Magnetic 
Interface

2 x Multimeter 
Interfaces

Operating Temp.
0°C – 50°C

BST-360 Battery Tester
The LAUNCH BST-360 is a Bluetooth Battery Tester suitable for both technicians and end users. It has an advanced 
conductance test function that measures the exact cold start current capacity of the vehicle battery to provide 
meaningful results. It also provides a battery condition indicator and an overall indicator for the vehicle’s starting and 
charging system. 

Compact Size Multi Terminal 
Support 

Automatic 
Bluetooth

Battery Types 
Lead-Acid, 
AGM, GEL

Print Report Multilingual Tests during each 
battery status

Electric Current 
Test

Voltage Test Ripple Detection Starter Test Charging System 
Test

Battery Test

X-431 TSGUN
The X-431 TSGUN is a professional TPMS module with integrated sensor activation, reading, programming and 
teach-in function. It reads information such as tyre pressure or temperature by receiving signals with 
different frequencies.

TPMS-Function 
433 MHz 

Tech-In Process 
Through OBD 

Interface 

ID Generator
automatic or 

manual

Supports 98% of 
all Models

Reads Tyre 
Pressure Data

ID Sensor 
read, copy and 

write

Vehicle-specific 
descritpion of the 
teach-in process

Supports
Reprogramming

X-PROG 3
The X-PROG 3 key and immobiliser programmer is a powerful anti-theft solution and an ideal choice for professional 
repair shops and vehicle maintenance businesses. X-PROG 3 is an integrated multi-function module, which offers 
multiple functions in one device for fast and accurate reading and writing of data. 

Interface
DB26, DB15

Input Voltage
DC 12 V

Input Current
500 mA

Working Temp.
0 – 50 °C

Storage Temp.
- 20 – 70 °C

Dimensions [mm] 
39 × 107 × 298

Anto-Theft Type
Identification

Remote Control 
Matching

Key Chip
Read & Write

Anti-Theft 
Password Reading

Anti-Theft 
Component 

Replacement

Motorcycle Software + 9 Connectors
Coverage Manufacturer: Honda, Yamaha, Kawasaki, Suzuki, Harley-Davidson, BMW
Supported device*: X-431 EURO TAB III, EURO TAB II, EURO LINK, EURO PRO5 serial, 
EURO PRO4 serial, EURO TURBO

Honda-4 PIN Yamaha Kawasaki 
4 + 6 PIN

Suzuki 
4 + 6 PIN

Harley 4 PIN Harley 6 PIN Ducati

VSP-600 USB Videoscope
The LAUNCH video endoscope is the ideal tool for viewing and capturing video and images in hard-to-reach areas 
of your vehicle. Equipped with a 5,5 mm small and fluid-resistant camera head and adjustable LED illumination.

Diameter                       
5,5 mm

Resolution
1.280 Ĭ 720 px

Temperature
-10°C – 55°C

Sensor Size
1/9"

USB
Type C micro USB

Power  
5 V

LED
5 Level

Cable
4,8 Ï, L 800 mm

Fast Video and 
Image Recording

Viewing and 
Saving Images 

and Videos

Automatic White 
Balance
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Overview Features
X-431 Series

X-431 EURO TAB III X-431 EURO LINK X-431 EURO TURBO II X-431 EURO LINK HD

OBD I & OBD II / EOBD OBD I & OBD II / EOBD OBD I & OBD II / EOBD OBD I & OBD II / EOBD

Automatic VIN Decoding Automatic VIN Decoding Automatic VIN Decoding Automatic VIN Decoding

Read & Delete Trouble Codes Read & Delete Trouble Codes Read & Delete Trouble Codes Read & Delete Trouble Codes

40 Service Functions 35 Service Functions 31 Service Functions 12 Service Functions

Online Feedback Online Feedback Online Feedback Online Feedback

SmartLink Remote Diagnosis SmartLink Remote Diagnosis
×

SmartLink Remote Diagnosis

Actuator Test Actuator Test Actuator Test Actuator Test

Coding, Programming Coding, Programming Coding, Programming Coding, Programming

ADAS Optional ADAS Optional ADAS Optional
×

HD Module Compatible HD Module Compatible HD Module Compatible HD Module Compatible

VSP-600 USB Videoscope optional VSP-600 USB Videoscope optional VSP-600 USB Videoscope optional VSP-600 USB Videoscope optional

O2-2 ScopeBox, S2-2 SensorBox
x × ×

PassThru PassThru
×

PassThru

DoIP DoIP DoIP DoIP
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Vehicle Diagnosis Comparison
X-431 Series

X-431 EURO TAB III X-431 EURO LINK X-431 EURO TURBO II X-431 EURO LINK HD

Android 9 Android 10 Android 10 Android 10

13,3“ 
IPS Touch/ Full HD

10,1“ 
IPS Touch / Full HD

10,0“ 
IPS Touch / Full HD

10,0“ 
IPS Touch / Full HD

256 GB Storage 128 GB Storage 128 GB Storage 128 GB Storage

Wi-Fi
2,4 GHz / 5 GHz

Wi-Fi
2,4 GHz / 5 GHz

Wi-Fi
2,4 GHz / 5 GHz

Wi-Fi
2,4 GHz / 5 GHz

Bluetooth Bluetooth Bluetooth Bluetooth

USB Type A, C USB USB USB

Printer optional Printer optional Printer optional Printer optional

8 MP / 13 MP Camera 5 MP / 8 MP Camera 5 MP / 8 MP Camera 5 MP / 8 MP Camera 

Adapter Set, 3 Adapter Adapter Set, 3 Adapter Adapter Set, 2 Adapter Adapter Set, 13 Adapter 

Software Updates Software Updates Software Updates Software Updates

CarSET database
PRO included, Ultimate Pack optional

CarSET database 
PRO included

CarSET database
Electronics optional

TruckSET database
Business and Ultimate optional
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3D-Wheel Aligner

More efficiency Low error rate due to 
passive reflectors

Ultrafast Flexible Precise LED display

The X-861 Pro is an ultra HD wheel aligner. The height of the camera beam automatically adjusts to the height 
of the targets. The movable camera beam and housing enable fast and effective work.
The X-861 Pro is an intelligent 3D wheel aligner that can capture the vehicle's tyre data with high speed and 
accuracy. The 5 Gbit/s transmission bandwidth and USB 3.0 interface enable fast data transfer. The new 5 MP 
camera offers an improved and wider field of view that enables more accurate wheel data capture.
The vehicle only needs to be moved a short distance without interruption to take more accurate measurements 
during run out compensation. The HD camera lens with temperature compensation function allows working at 
any time and under any conditions. X-861 Pro automatically adjusts the height of the camera to the target height 
of the vehicle. In addition, the X-861 Pro has a simple alignment procedure with a computer voice reminder.
The wheel aligner is ready for use in seconds, without the tedious work of calibrating the device. 
The X-861 Pro also has various body, chassis and tyre diameter measurements.

Measurement Parameters

Fe
at

ur
es

Technical Data

Operating System
Windows 11

Total Track
Measurement Report ± 40°

Measurement Accuracy ± 2‘

King Pin
Measurement Report ± 20°

Measurement Accuracy ± 6‘

Single Track
Measurement Report ± 40°

Measurement Accuracy ± 2‘

Axle Angle
Measurement Report ± 10°

Measurement Accuracy ± 2‘

Camber
Measurement Report ± 10°

Measurement Accuracy ± 2‘

Toe Di erence Angle under 
Measurement Parameters

Measurement Report +/- 40°
Measurement Accury +/- 2'

Caster
Measurement Report ± 20°

Measurement Accuracy ± 4‘

Operating Voltage
AC 220 V (10 A)

Operating Frequency
50 – 60 Hz

Power
0,5 kW

Included Screen
27"

Total Weight
204 kg
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Main unit, 2 x IR cameras, 
cross-scine, column caps, operating 
terminal PC, 27" monitor, printer incl. 

cartridges, wireless keyboard with 
touchpad

2 x Turntable Steering wheel holder / 
Brake pedal depressor

2 x Front Targets Black,  
2 x Rear Targets Blue

In Combination with 
2 Post Lifts, 4 Post Lifts, Scissor Lifts

Software Demo

Assembly Requirements

The existing platform must have sliding 
plates for the rear axle

The platforms must have a recess for the 
turntables at the front 
(L= 40 cm, W= 40 cm, H= 5 cm)

The distance from the centre of the 
turntable to the camera must be min. 210 
cm and max. 280 cm

The distance between the right and left 
stage columns must be at least 270 cm

The diagonal height difference from the 
turntable at the front to the sliding plate 
at the back must not exceed 2 mm

No direct incidence of light on the reflec-
tors or cameras

Computer voice output 
The voice output reads the current work step aloud. 
On the one hand, this facilitates work on the vehicle, 
and on the other hand, only one mechanic is needed 
for wheel alignment. The special design of the X-861 
PRO saves important resources.

Mobile Design
The X-861 PRO wheel aligner in mobile design is 
comparable to a hand-held, intelligent precision tool. 
Just as this tool can be flexibly adapted to different 
types of vehicles, the mobile design of the wheel 
aligner enables seamless integration into different 
working environments.
The wheel aligner's mobile design improves efficiency 
in vehicle maintenance and repair and helps ensure 
that precise measurements can be taken easily and 
on the move.
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Comparison of Assistance Systems
X-431 ADAS PRO+, ADAS PRO and ADAS Mobile

Overview Wheel Alignment
X-861 3D Touch and X-931 NoTouch

X-861 PRO 3D X-931 NoTouch

Innovative Wheel Aligner

Fast and Accurate Measurements

Measurements of all Wheel Angles

High Speed Camera System

Low Error Rate Due to Passive Reflectors

Contactless

Convenient and Precise Position Locator Control

Easy Operation

Operating System Windows Windows

Operating Voltage AC 220 V (10 A) AC 100 – 220 V (10 A)

Operating Frequency 50 – 60 Hz 50 – 60 Hz

Power 0,5 kW 0,5 kW

Wheel Spacing  1.800 mm – 3.750 mm

Included Screen 27“ 32“

Total Weight 204 kg 446 kg

Total Track ± 40°/ ± 2‘ ± 20°

Single Track ± 40°/ ± 2‘ ± 10°

Camber ± 10°/ ± 2‘ ± 8°

Caster ± 20°/ ± 4‘ ± 20°

King Pin ± 20°/ ± 6‘

Thrust Angle ± 10°/ ± 2‘ ± 5°

Toe Difference Angle under 
Measurement Parameters

+/- 40° // +/- 2' 

Features and 
Technical Data
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X-431 ADAS PRO+

Continuous Software Updates Available

Wide Vehicle Coverage

Detailed Calibration Report

Storage Box With All Common Boards incl.

Power Supply Not Required

Electrically Height Adjustable

Radar calibration set incl.

Measurement Via Rear Axle

Alignment of the ADAS Calibration Tool in front of the vehicle possible with millimetre precision

Precise Alignment via Laser Rangefinder

Three different fine adjustment options available  
for millimetre-precise alignment

Alignment of the ADAS calibration tool can be carried out within 5 minutes

Detailed step-by-step instructions for the alignment of the ADAS calibration tool

Features and 
Technical Data
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TWC-521 Lever 
Tyre Changer

TWC-521 Lever
Support Arm

The TWC-521 is a robust tyre changer with flexible mechanisms and options. It is equipped with high quality 
electronic and pneumatic parts, ensuring high reliability. The strong hydraulic unit allows for effortless mounting 
even of complicated tyres. The pneumatic tiltable mounting arm facilitates and speeds up mounting.

This special support arm for the TWC-521 makes 
tyre fitting more effective and safer for both fitter and 
wheel. To avoid tyre and rim damage, a support arm is 
indispensable during mounting and dismounting.

Voltage
380 V

Compressed Air 
Connection
8 ‒ 10 bar

Inner Clamping 
Range

12 ‒ 24" 

Outer Clamping
 Range
10 ‒ 22"

Max. Wheel Diameter
1.050 mm

Wheel Width
4 ‒ 13"

Rotation Speed
6 ‒ 13 rpm

Turntable Diameter
630 mm

Noise Level
70 dB (A)

Technical Data

Bead Breaking Force
2.500 kg

Features

Aluminium Valve Body

Rotating plate up to 360 N tensile and 
compressive force

One-way bead breaker cylinder 30 % 
more efficient

High-precision processing through 
robot welding technology

Ergonomic Pedals

2 speeds for comfortable working

5 Point Support Arm

Powder Coating

Features

Robust Construction

Metal Pedal Control

Freely Movable

Clamping Fixtures

Multi Joint

TWC-521 Lever Support Arm optional Tyre Pressure Gauge Bucket for Assembly Paste, 
Brush
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ACCURACY

RELIABILITY

TIME SAVING

SIMPLE APPLICATION

 
Tyre Changer
The TWC-621 NoLever is a tyre changer from our LAUNCH Premium Line and is designed for effortless 
ergonomic work with all range of tyres especially for run-flat and low-profile tyres. With a tough and robust 
structure, NoLever Technology assures accurate and smooth operations without damaging the rim or tyre. 
With a pneumatically tiltable column and a sturdy, reinforced body, this machine is the perfect choice for any 
workshop that wants to maintain high quality and fast workflow.

Voltage
380 V

Compressed Air 
Connection
8 ‒ 10 bar

Inner Clamping 
Range

11 ‒ 30" 

Outer Clamping 
Range

10 ‒ 26"

Max. Wheel Diameter
1.050 mm

Wheel Width
4 ‒ 13"

Mounting Speed
6 ‒ 13 rpm

Turntable Diameter
650 mm

Noise Level
< 70 dB

Technical Data

Bead Breaking 
Force

2.500 kg

Features

Integrated NoLever Solution

Tilting Tower 

Strong Bead Breaking Cylinder

Auto Lubrication Function

Aluminum Valve Pedal 

Double Controlled Speed

Integrated Assistant Arm

Powder-Coated

Zertifiziert
nach wdk-Montage-/
Demontageanleitung

UHP- u. Runflat-Reifen

Wirtschaftsverband der
deutschen Kautschukindustrie e.V.

TWC-621 NoLever
Inclusive Support Arm 

Tyre Pressure Gauge UHP & Runþat Tires
(Details see page 68)

TWC-621 NoLever Wheel Lifter,
Bead blaster

Optional

Zertifiziert
nach wdk-Montage-/
Demontageanleitung

UHP- u. Runflat-Reifen

Wirtschaftsverband der
deutschen Kautschukindustrie e.V.
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TWC-621 NoLever
UHP Features

TWC-621 NoLever
UHP & Runflat Tires

Bead Hold-Down (Rope-Chain)

Ʒ	 To hold down the bead evenly, at different points

Spacer for Bead Breaker

Ʒ	 Prevents damage to the tyre shoulder and sidewall, 
      due to too deep bead breaking

Plastic Protection Bead Breaker

Ʒ	 For the protection of rim and tyre, during the bead breaking process

Bead Hold-Down (Clamp)

Ʒ	 To precisely hold down the bead at a fixed point

Rim Flange Protector

Ʒ	 To protect the rim flange

Mounting Lever (Plastic)

Ʒ	 Plastic lever, for gentle removal of sensitive tyres

Tyre Fitting Paste

Ʒ	 Facilitates tyre fitting work and supports subsequent removal, 
      as the tyre does not stick to the inner rim flange

2.	 Make sure to use the centering cone to provide sufficient pressure 
and to check that the clamping jaws grab the rim correctly and 
that they safely secure the wheel onto the table when clamping 
RF or UHP tyres with hard sidewalls. Note that the table can be 
prepositioned according to the wheel size to make the locking 
process smoother and safer.

4.	 When mounting the tyre on the rim, make sure to use all 3 pressure 
points placed with an appropriate distance as shown on the 
picture. Make sure to place the plastic rim protection before the 
first pressure point as to prevent the rim cutting or harming the tyre 
bead. Always make sure to use sufficient amount of tyre grease as 
to avoid damage to the tyre bead and to assist the process. 

5.	 When mounting the rim you can also use the bead spacer assembly 
to make the process of fitting the tyre easier. Use the first bead 
pressure point (Bead Roller) to keep the tyre in place under the 
mounting head. Put the additional pressure point clamp in place and 
make sure the plastic rim protection in front of the pressure clamp is 
in place. Once this step is done, move the table forward slowly and 
put the bead pressure point in place part by part as shown in the 
picture. Always make sure to use sufficient amount of tyre grease 
as to avoid damage to the tyre bead and to assist the process. 

3.	 When demounting the upper bead, use the plastic lead shovel in 
front of the mounting head to avoid the tyre spinning on the rim. If 
the tyre starts spinning or move out of the correct position it may 
cause serious damage to the valve or RF-Sensor. Use the help 
arm to lightly push down the tyre on the opposite side to release 
tension on the tyre bead. This will also make it easier to lift up the 
upper bead. Make sure that the tyre bead is placed in the drop 
centre of the rim. Hold the plastic lead shovel in place and slowly 
spin the turning table. Always make sure to use sufficient amount 
of tyre grease as to avoid damage to the tyre bead and to assist the 
process. 

1.	 When breaking the bead of an RF or UHP tyre, always make sure 
to mount the spacer for the tyre shovel. It is highly important in all 
steps not to press the tyre's sidewall too much while mounting or 
demounting. If a V-shape is created when pressing or breaking 
the tyre bead on an RF or UHP tyre it will highly compromise the 
safety features of the tyre and create a safety hazard. Always use a 
sufficient amount of grease and only break the bead with the valve 
placed in an h6 or h12 position. Failing to keep the valve in the 
wrong position during the bead breaking procedure may severely 
injure the valve or break the RF-Sensor.  

Zertifiziert
nach wdk-Montage-/
Demontageanleitung

UHP- u. Runflat-Reifen

Wirtschaftsverband der
deutschen Kautschukindustrie e.V.
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The KWB-621 FastSpin Premium Line Wheel Balancer provides a highly precise measurement with an 
easy and user-friendly operation process containing many advanced program functions, specifically for alloy 
rims. It significantly increases workflow and eases the balancing process with semi-automatic 3-parameter 
measurements, automatic start and stop, high-end Sonar Technology, LED and laser system, automatic brake 
and automatic weight position finder. The special HID weighting process allows for adhesive weights to be 
placed invisibly behind the rim spokes and OPT functions for weight control.

Features

Sonar Technology

Automatic Position Location

Low Noise 

Flexible Monitor 

Lighting of the rim from the inside 

LED and Laser Indicator

Convenient Space for Tools

Low Balancing Speed

Automatic Break

Accuracy ± 1,0 g

 
Wheel Balancer

KWB-621 FastSpin 
KWB-621 FastSpin Wheel Lifter

Optional

3 Ĭ Centring Cones up to 135 mm, 
1 Ĭ Wheel Calliper, 1 x Quick Release Nut, 
1 Ĭ Clamping Hood With Rubber Ring, 
1 Ĭ Spring, 1 x Weight Removal Tool, 
1 Ĭ Calibration Weight, 
1 Ĭ Balance Hammer  

Technical Data

Voltage
220 V

Rim Diameter
12 ‒ 26"

Max. Wheel Diameter
800 mm 

Wheel Width
1,5 ‒ 22"

Max. Wheel Weight
75 kg

Tolerance
± 1,0 g

Measuring Time
14 ‒ 20 s

Measuring Speed
120 rpm

Power
0,4 kW

Dimensions
1.400 × 1.700 × 1.000 mm

SIMPLE APPLICATION

RELIABILITY

ACCURACY

TIME SAVING
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The X-431 TSGUN is a professional TPMS module with integrated TPMS sensor activation, reading, programming and 
learning functions. It activates and reads tyre pressure information by receiving signals at low or high frequencies. The 
X-431 TSGUN is easy to carry and simple to operate. It can only be used with LAUNCH diagnostic devices and provides 
the complete solution for TPMS Sensor Service. Compatible with X-431 EURO TAB III, TAB II, X-431 EURO LINK, X-431 
EURO PRO 5 Series, X-431 EURO PRO 4 Series.

Features

TPMS Function 

Tyre Pressure Sensor Learning Via 
OBD Interface

VIN Query 

Multi-Band Protocol

Over-the-Air Programming

Supports Multiple Vehicles

Metal or Plastic Horn 

Read, Copy and Write ID Sensor

Battery Life 5 Years

Supports Unlimited Reprogramming

Diagnostic Protocol

Learning Tips

 
TPMS Sensor Programmer

Technical Data

Display
1,77 inch

168 × 128 pixel

DC Input Voltage                         
5 V

Battery                         
3.000 mAh 

Lithium

Working Temperature                        
−10 ‒ 50 °C

Working Current                       
≤ 1 A

Dimensions                        
252 × 54 × 30 mm

Weight                       
450 g

Bluetooth                    

RF-Sensor

-431 TSGUN

LTR-03 MetalMetal Plastic

The CRT-511 S is a semi-professional TPMS diagnostic 
device that can activate, read, learn and program 
TPMS sensors. The CRT-511 S can activate and read tyre 
pressure sensor information via radio. It uses the OBDII 
interface to reset the TPMS module and program the 
sensor via a frequency of 433 MHz.

Features

Active all 433 MHz TPMS sensor

Intelligent tire pressure detection

Programming up to 8 sensors

Support TPMS diagnostics  
including read/clear DTCs, etc

Promt learning Steps

12 common service functions

OBD II Input Voltage
9 ~ 18 V

Display                 
4”, 480 x 800

Battery                       
4.000 mAh 

Storage Temperature                  
−20 bis 70 °C

Dimension                
200 x 115 x 35 mm

Weight                        
1,5 kg

Frequency Range Wi-Fi​ 
 2412 – 2472 MHz                  

-511 S

Electric Parking 
Brake Reset

Oil Service Steering 
Angle Sensor 

Calibration

Battery 
Relearning

ABS

Brake Bleeding 
System

Diesel 
Particulate Filter

Injector
Coding

Relearning
Throttle Valve  

Driver's Seat 
Memory

Sunroof Immobiliser Window Re- 
gulator ResetSupports 98 % Of All Models

Ready Tyre Pressure Data

Reads, Copies and Writes Sensor ID

TTM-113

Accurate Laser Measurement

Smart Reporting

Tire Health Analysis

Battery Life 5 Years

The TTM-113 is a handheld device for the accurate 
detection of tire thread depth. With its magnetic sensors it 
is able to detect thread depth precisely and nonintrusively, 
by simply applying it at the tire surface. The scan results 
will indicate a range of safe thread depth, or signal if the 
tire is in need of further maintenance.

Accuracy
up to 0.1 mm

Display                 
1.7'

Measurement                      
in 3 seconds 

Sotware upgrade via WiFi 
 

Tire ID matching & learning via OBD port

Read, copy and write TPMS sensor IDs

Frequency Range Wi-Fi​ 
 2412 – 2472 MHz                  
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Overview Tyre Changer
TWC-521 Lever and TWC-621 NoLever 

Overview Wheel Balancer
KWB-521 EasySpin and KWB-621 FastSpin  

TWC-521 Lever TWC-621 NoLever

Reinforced Structure

Tilting Tower

Adjustable Bead Breaker

Jaw Clamping System

Locking Jaws Pressure

Two Speeds 

Two Way Rotation

Precision Control of Turntable

Integrated NoLever Technology

Integrated Assistance Arm

Optional Assistant Arm

Assistant Arm with 3 Pressure Points

Ergonomic Pedals with Clear Symbols

WDK-Certification

Voltage 380 V 380 V

Compressed Air Connection 8 ‒ 10 bar 8 ‒ 10 bar

Inner Clamping Range 12 ‒ 24'' 11 ‒ 30''

Outer Clamping Range 10 ‒ 22'' 10 ‒ 26''

Max. Wheel Diameter 1.050 mm 1.050 mm

Wheel Width 4 ‒ 13'' 4 ‒ 13''

Rotation Speed 6 ‒ 13 rpm 6 ‒ 13 rpm

Turntable Diameter 630 mm 650 mm

Noise Level 70 dB < 70 dB

Bead Breaking Force 2.500 kg 2.500 kg

KWB-521 EasySpin KWB-621 FastSpin

Robust Structure

LED Monitor

3D Semi-Automatic

OPT and SPLIT Program

LED and Laser Indicator

Automatic Start / Stop

Flexible Monitor

Low Balancing Speed

Sonar Technology

Automatic Position Location

Automatic Brake

Low Noise 

Convenient Space for Tools

Sufficient Space for Weight Storage

Voltage 220 V 220 V

Rim Diameter 12 ‒ 24'' 12 ‒ 26''

Max. Wheel Diameter 650 mm 800 mm

Wheel Width 1,5 ‒ 22'' 1,5 ‒ 22''

Max. Wheel Weight 75 kg 75 kg

Measurement Tolerance ± 1,0 g ± 1,0 g

Measuring Speed 180 rpm 120 rpm

Measuring Time 7 s 14 - 20 s

Power 0,75 kW 0,4 kW

Dimensions 1.400 × 1.400 × 1.200 mm 1.400 × 1.700 × 1.000 mm

Features and
Technical Data

Features and
Technical Data
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Automatic Transmission Cleaner

Automatic Transmission Flush
CAT-601 S Clean Gear

The CAT-601S Clean Gear is an automatic transmission cleaner and fluid exchanger from LAUNCH. It is 
supplied with a comprehensive range of adaptors, allowing connection to most transmission units including 
double clutch and CVT types. It can also be connected to the CAT Remote to control equipment operations for 
the main functions.

A transmission flush is a process in which the fluid 
in an automatic transmission is flushed out of the 
transmission and replaced with new ATF. The flushing 
process, when done correctly, replaces nearly 100% 
of the old fluid with new fluid, including fluid in the 
torque converter and oil cooler lines.

Power Supply
AC 110 V / AC 220 V 

50 Hz / 60 Hz

Old Oil Sampling

Max. Power
150 W

Add Detergent

Equivalent 
Exchange Error                  

± 100 ml

Exchange

Flow Rate                    
2 l / min

Adjust Fluid Level

Detergent Tank Volume
1 l

Empty Old Tank

Temperature 
�Sensitivity
± 100 °C

Empty New Tank

Filter Precision
5 μm

System Settings

Noise
70 dB (A)

Ambient temperature
-10 – 50 °C

Technical Data

Functions

Relative humidity
< 85 %

Size
590 × 700 × 1.037 mm

Screen
5"

Features

Automatic Recognition of Fluid Flow 
direction

ATF Database Optional

WiFi

Cycle Cleaning with Detergent

Equivalent Exchange with High Accuracy

Printer included

Fluid Level Adjustment

Filter Replacement Warning

Frequently-Used Vehicle

CAT Remote Activation Card Optional
Available for X-431 EURO TAB III, X-431 
EURO LINK, X-431 EURO PRO 5

Oil Cooler Automatic 
Transmission

Connection Hoses

CAT-601 S Clean Gear CAT-601 S Clean Gear ConnectorsCAT Remote Tablet optional CAT Remote Activation Card
optional

CAT-601S
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This ATF Service Adapter European Pack is designed for an easy connection of ATF exchange equipment 
for cars with automatic transmission. The adapters are designed and selected by experienced AT service 
mechanics and cover most AT used in European cars, including DSG, AISIN, CVT, etc. It also includes some 
extra hoses in different sizes, as well as some spare replacement O rings. All the adapters are provided in 
plastic boxes and are complete with instructions for use. The packs are easy to carry, use and store.

ATF Adapter Pack
I - VII

ATF Database

Adapter Pack Supported 
Manufacturers

Adapter Pack Supported 
Manufacturers

ATF Adapter Pack I
AISIN, AUDI, CITROEN, 
DODGE JOURNEY, 
FIAT, OPEL, PEUGEOT, 
RENAULT, SEAT, 
SKODA, VW

ATF Adapter Pack V 
AUDI A6, AUDI Q5, 
AUDI S-tronics, AUDI 
4G, SKODA, VW

ATF Adapter Pack II
ALFA ROMEO, AUDI, 
FIAT, FORD, HUMMER, 
HYUNDAI, JAGUAR, 
LAND ROVER, 
MERCEDES, NISSAN, 
OPEL, SAAB, TOYOTA, 
VW, VOLVO

ATF Adapter Pack VI
CROWN, COROLLA, 
LAND CRUISER, 
LEXUS

ATF Adapter Pack III
AISIN, AUDI, 
CHRYSLER, FORD, 
GM, HONDA, LEXUS, 
MERCEDES-BENZ, 
MITSUBISHI, NISSAN, 
PORSCHE, TOYOTA, 
VW

ATF Adapter Pack VII
BMW, CITROEN, 
JEEP, LAND ROVER 
FREELANDER, LAND 
ROVER AURORA, 
RANGE ROVER 
EVOQUE, RENAULT 
LAGUNA, VOLVO

ATF Adapter Pack IV
CITROEN, 
MERCEDES-BENZ, 
NISSAN, PEUGEOT, 
VOLVO

Online Platform

User-Friendly Interface 

Wide Selection of Vehicles

5 Languages 
(English, Italian, French, German and Polish)

Activation Key

License is valid one year after activation 

www
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Air Conditioning Service
Value-601 A/YF CoolBreeze  is a top of the line air conditioning maintenance station that provides the 
workshop with all requirements and possibilities for complete A/C maintenance service on any vehicle. 
Equipped with an integrated printer, dye bottle and temperature diagnostic kit combined with an user-friendly 
software interface, this unit is the perfect choise for any workshop to ensure high quality service performance. 
In addition, the included database and fully automated operation process make it fast, easy and profitable! 
With a full range of optional accessories, the Value-601 CoolBreeze offers a complete air conditioning 
maintenance package that fully meets the needs of the market requirements as well as being equipped for the 
future and tomorrows workshops. 

Voltage
220 V / 50 Hz

Refrigerant Tank
Value-601 A 14 kg

Value-601 YF 10 kg

Recovery
400 g / min

Scale Accuracy
+/- 5 g

Compressor
9 CC

Vacuum Pump
50 l / min

Temperature Probe
1 x 300 cm

Display
LCD

240 × 64 px

Dimensions
540 × 570 × 1.070 mm

Database Weight
55 / 65 kg

Technical Data

Features

Graphic LCD display and
personalised database

Integrated printer gives a direct and clear 
overview of operation. Option to customise 
printout for local workshop  

Sturdy and clear control buttons 
for smooth navigation

High / Low pressure gauge, Clear 
and resistant indicator for precise 
control of the operation

Simple to handle and clearly 
separated  bottles for new oil, used 
oil and Dye

Conveniently placed connection for 
direct and smooth hoses exchange

Air Conditioning Service Unit Safety Couplings High / Low,
Service Hoses High / Low

Power Cable, 
Temperature Probe

Calibration Hook,
User Manual

Value-601

Air Conditioning Diagnosis

Fully Automatic Work Cycle

High-Precision Recovery

Hybrid and Electric Vehicles

Automatic Internal Flushing

HI-TECH

LAUNCH Europe GmbH               73
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Overview TLT-Series
Do you want to carry out repair work on your car, change the tyres or perform an ADAS calibration? 
If so, our lifting platforms are exactly what you need!

2 Post Lifts 4 Post Lifts Scissor Lifts Trolley Jack

3500 kg

2 Post Lifts

TLT-235 SBA
Ʒ	 Lift for daily work on standard vehicles 

TLT-235 SB (S)
Ʒ	 Lift for daily work on standard vehicles 

TLT-235 SBA (E)
Ʒ	 Lift for daily work on standard vehicles
Ʒ	 Especially for workshops with low þoor thickness 

TLT-240 SCA
Ʒ	 Without þoor plate, good for working on axles and transmissions
 

TLTE-40 SCA
Ʒ	 Suitable for Transporter, Camper or SUV

TLT-250 AT (C)
Ʒ	 Suitable for special vehicle for example: Caravan, Transporter with wide
      wheelbase

4 Post Lifts

TLT-440 W
Ʒ	 Technical inspection, wheel alignment, repair and headlight adjustment  

TLT-450 JA
Ʒ	 Technical inspection, wheel alignment, repair and headlight adjustment, LED lighting, 
can lift almost any vehicle   

TLT-455 W
Ʒ	 Technical inspection, wheel alignment, repair and headlight adjustment, suitable for
      wide wheelbase   

Scissor Lifts

TLT-330 A
Ʒ	 Brakes and tyre changes

TLT-330 M Mobile
Ʒ	 Brakes and tyre changes

TLT-640 A
Ʒ	 Suitable for all vehicles and vans

TLT-855 A
Ʒ	 Technical inspection, wheel alignment, repair and headlight adjustment  

Trolley Jack

LH330 
Ʒ	 With its low proýle it is perfect to ýt to almost all vehicles for lifting
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TLT-235 SBA
Hydraulic 2 Post Lift
With an overall height of 2.860 mm and a lifting capacity of 3,5 t, the LAUNCH lift TLT-235 SBA is ideal for lifting 
cars up to small vans. Due to the small overall width and height, as well as the low drive-over plate, this variant 
of our TLT series is very space-saving and particularly popular with smaller workshops.

Voltage
380 V / 50 Hz

Concrete Strength
min. 250 mm

Oil Volume
10 l

Weight
620 kg

Max. Lifting Height
1.920 mm

Lifting Capacity
3.500 kg

Min. Lifting Height
110 mm

Total Height
2.860 mm

Lifting Arm
2-stage 855 ‒ 1.365 mm
3-stage 580 ‒ 1.120 mm

Total Width
3.370 mm

Lifting Arm optional
2-stage 800 ‒ 1.200 mm
3-stage 980 ‒ 1.570 mm

Passing Width
2.486 mm

Lifting / Lowering Time 
≤ 55 s / ≤ 40 s

Motor Power
2,2 kW

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Safety valve against burst hoses

Steel rope controlled levelling of the  
two carriages

Stop function during lowering according 
to CE specification

Lowering with one button

Concrete strength of 250 mm or more

There must be 1 metre of space between 
the column and the wall 

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

Electromagnetic unlocking

Scratch-resistant powder coating 

Electromechanical height limitation

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V)
 

The lifting platform must be in place when 
the technicians arrive at the assembly site 
or workshop

Scope of Delivery

TLT-235 SBA, Anchor Bolts Construction Material

min = 580 mm (22,8 in)

max = 1.120 mm (44,1 in) 

min = 855 mm (33,7 in)

max = 1.365 mm (53,7 in) 

Passing width: 2.486 mm
Width: 3.370 mm

TLT-Extensions OPTIONAL

90 / 125 / 140 mm
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TLT-240 SCA
Hydraulic 2 Post Lift
With an overall height of 3.840 mm and a load capacity of 4 t, the LAUNCH TLT-240 SCA is ideal for lifting 
off-road vehicles, vans and other high vehicles. The electric control system and electromagnetic unlocking 
also enable user-friendly operation.

Lifting Capacity
4.000 kg

Voltage
380 V / 50 Hz

Concrete Strength
min. 250 mm

Oil Volume
10 l

Weight
700 kg

Total Height
3.840 mm

Total Width
3.420 mm

Max. Lifting Height
1.920 mm

Min. Lifting Height
110 mm

Lifting Arm
2-stage 800 ‒ 1.200 

mm

Lifting Arm optional
2-stage 855 ‒ 1.365 mm
3-stage 580 ‒ 1.120 mm
3-stage 980 ‒ 1.570 mm

Passing Width
2.486 mm

Lifting/ Lowering Time
 ≤ 50 s / ≤ 40 s

Motor Power
2,2 kW

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Safety valve against burst hoses

Steel rope controlled levelling of the 
two carriages

Stop function during lowering according 
to CE specification

One-button lowering

Concrete strength of 250 mm or more

Ceiling height min. 4 m

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

Electromagnetic unlocking

Scratch-resistant powder coating

Electromechanical height limitation

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V) 

The lifting platform must be in place when 
the technicians arrive at the assembly site 
or workshop

Scope of Delivery

TLT-240 SCA, Anchor Bolts Construction MaterialTLT-Extensions
90 / 125 mm INCLUSIVE

140 mm OPTIONAL

Extension column

Passing width: 2.486 mm
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TLTE-40 SCA
Hydraulic 2 Post Lift
With a total height of 4.810 mm and a lifting capacity of 4 t, the LAUNCH TLTE-40 SCA is ideal for lifting 
off-road vehicles, vans and other high vehicles. The electric control system and electromagnetic unlocking 
enable user-friendly operation.

Lifting Capacity
4.000 kg

Voltage
380 V / 50 Hz

Concrete Strength
min. 250 mm

Oil Volume
10 l

Weight
985 kg

Total Height
4.810 mm

Total Width
3.420 mm

Max. Lifting Height
1.920 mm

Min. Lifting Height
110 mm

Lifting Arm
2-stage 

800 – 1.200 mm

Lifting Arm optional
2-stage 855 – 1.365 mm
3-stage 580 – 1.120 mm
3-stage 980 – 1.570 mm

Passing Width
2.486 mm

Lifting/ Lowering Time
 ≤ 50 s / ≤ 40 s

Motor Power
2,2 kW

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Double hydraulic cylinders and high strength 
chain drives ensure a stable and smooth lifting 
as well as lowering

Steel rope controlled levelling of the 
two carriages

CE stop lowering function for increased 
safety complies with CE norms

Concrete strength of 250 mm or more

Ceiling height min. 5 m

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

Electromechanical limit switch 
prevents damage to the vehicle 
when raising the platform

Scratch-resistant powder coating

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V) 

The lifting platform must be in place when 
the technicians arrive at the assembly site 
or workshop

Scope of Delivery

Construction MaterialTLT-Extension
90 / 125 mm INCLUSIVE

140 mm OPTIONAL

Extension column

Passing width: 2.486 mm
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TLT-250 AT (C)
Hydraulic 2 Post Lift
With a total height of 4.810 mm and 5 t lifting capacity, the LAUNCH TLT-250 AT (C) lift is ideal for lifting 
various off-road vehicles, vans and many other vehicles. 

Lifting Capacity
5.000 kg

Voltage
380 V / 50 Hz

Concrete Strength
min. 250 mm

Oil Volume
12 l

Weight
960 kg

Total Height
4.810 mm

Total Width
4.110 mm

Max. Lifting Height
1.850 mm

Min. Lifting Height
110 mm

Lifting Arm
3 stage 950 – 1.800 mm

Passing Width
3.050 mm

Lifting/ Lowering Time
 ≤ 50 s / ≤ 40 s

Motor Power
3 kW

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Safety valve against burst hoses and 
foot protection

Steel rope controlled levelling of the 
two carriages

Concrete strength of 250 mm or more

There must be 1 metre of space 
between the column and the wall  

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

Electromechanical height limitation

One lever manual unlocking

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V) 

The lifting platform must be in place when 
the technicians arrive at the assembly site 
or workshop

Scope of Delivery

Construction MaterialTLT-Extension 
76 mm INCLUSIVE
152 mm OPTIONAL
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TLT-455 W
Hydraulic 4 Post Lift
The TLT-455 W with lifting capacity of 5,5 t is ideal for full-service workshops and can lift cars of various sizes. 
The 4 post lift is equipped with a scissor lifting jack (lifting capacity: 2 t), sideslip plates and turntables for wheel 
alignment. With its durable and strong structure, it is an excellent choice to increase alignment workflow.

Lifting Capacity
5.500 kg

Lifting/ Lowering Time
≤ 70 s / ≤ 40 s

Motor Power
2,2 kW

Total Height
2.172 mm

Total Width
3.445 mm

Max. Lifting Height
1.900 mm

Min. Lifting Height
 250 mm

Runway Lenght and Width
5.600 × 550 mm

Drive-Through Width
3.045 mm

Voltage
380 V / 50 Hz

Concrete Strength
200 mm

Oil Volume
12 l

Weight
1.640 kg

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Overloading protection and protection 
against cable breakage

Safety lock in working position

Safety valve against burst hoses and foot 
protection

Steel rope controlled levelling of the  
four carriages

Concrete strength of 200 mm or more

A compressed air connection with quick 
coupling 1/4 inch must be provided 
(on the column at the front left)

Assistance of an employee for unloading 
and setting up the columns must 
be provided

Electromechanical height limit 

Slack rope prevention

Scratch-resistant powder coating

Suitable for inspection, wheel alignment, 
repair and headlight adjustment

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V)

The lifting platform must be in place when 
the technicians arrive at the assembly site 
or workshop

Scope of Delivery

TLT-455 W, Construction Material Axle Lift Turntables and sliding plates for wheel alignment
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TLT-330 A
Mid-rise Scissor Lift

TLT-330 M
Mobile Scissor Lift

The TLT-330 A scissor lift is ideal for paint shops, 
tyre services or bodywork. Thanks to the compact 
design and the low drive-over height of 105 mm, 
the TLT-330 A lift is also ideal for sports cars and 
lowered vehicles.

Features Features

Double cylinder system with hydraulic 
synchronisation of the platforms without 
torsion bar 

Design and quality management meet the 
European standard ideal for paint shop

Perfect for tyre services or bodywork

With hydraulic synchronisation of the 
platforms

Design and quality management meet the 
European standard ideal for paint shop

Perfect for tyre services or bodywork

Hydraulic synchronisation of the rails

Maintenance-free bearings with automatic 
lubrication ensure a long service life

Two hydraulic circuits with solenoid valve 
protect against pressure drop in case of 
hose rupture

Mobile Kit included

Maintenance-free bearings with automatic 
lubrication ensure a long service life

With solenoid valve protect against 
pressure drop in case of hose rupture

Lifting Capacity
3.000 kg

Lifting Capacity
3.000 kg

Concrete Strength
min. 150 mm

Concrete Strength
min. 150 mm

Oil Volume
12 l

Oil Volume
6 l

Lifting Height
960 mm

Lifting Height
960 mm

Min. Lifting Height
105 mm

Min. Lifting Height
100 mm

Runway L/W 
1.450-2.030 / 530 mm
Total width 1.860 mm

Runway L/W 
1.450-2.030 / 530 mm
Total width 1.850 mm

Lifting / Lowering 
Time

 ≤ 50 s / ≤ 60 s

Lifting / Lowering 
Time

 ≤ 50 s / ≤ 60 s

Motor Power
2,2 kW

Motor Power
2,2 kW

Voltage
380 V / 3 ph
220 V / 1 ph

Voltage
380 V

Weight
650 kg

Weight
500 kg

Technical Data Technical Data

Scope of Delivery Scope of Delivery

TLT-330 A, Anchor Bolts TLT-330 MElectrical Control Box Incl. Mobile Kit Construction Material Construction Material

The TLT-330M scissor lift is a small and portable 
lift. Due to the small wheels that can be mounted 
underneath, the TLT-330 M is ideal for small 
workshops as well as paint shops or tyre service 
shops. Thanks to the compact design and the low 
drive-over height, the TLT-330M can be used for 
sports cars and lowered vehicles. The control unit is 
also equipped with wheels and only requires a 380V 
power connection.
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TLT-640 A
Scissor Lift
With a max. lifting capacity of 4 t, the double scissor lift can cope with almost any car or van. Thanks 
to its compact design and low drive-over height, the TLT-640 A lift is also ideal for sports cars and 
lowered vehicles.

Lifting Capacity
4.000 kg

Concrete Strength
min. 150 mm

Oil Volume
18 l

Lifting Height
1.900 mm

Min. Lifting Height
115 mm

Runway L/W 1.420-
2.000 / 680 mm

Total width 2.200 mm

Lifting / Lowering Time
 ≤ 50 s / ≤ 60 s

Motor Power
2,2 kW

Voltage
380 V 

Weight
890 kg

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Hydraulic aggregrate and components 
from Italian production

Hydraulic safety locking system 
according to European standard 

Anti-knock and safety valve to 
ensure safety 

Concrete strength of 150 mm or more

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

Hydraulic-volumetric synchronisation 
of platforms without torsion bar

Low-profile design for floor installation

 24 V low voltage control 

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V)

The place of installation of the lifting 
platform must be free when the 
technician arrives

Scope of Delivery

TLT-640 A, Anchor Bolts Electrical Control Box Construction Material
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TLT-855 A
Scissor Lift
The TLT-855 A double scissor lift is an addition to our LAUNCH Europe Premium Line. With a lifting capacity 
of 5,5 t, the scissor lift TLT-855 A is just as strong as the 4 post lift TLT-455 W. The low construction is 
intended for floor installations and a great advantage compared to the 4 post lift.

Lifting Capacity
5.500 kg

Concrete Strength
min. 150 mm

Oil Volume
20 l

Lifting Height
1.860  mm

Min. Lifting Height
220 mm

Runway L/W 
5.300 / 680 mm

Total width 2.260 mm

Lifting / Lowering Time
 ≤ 50 s / ≤ 60 s

Motor Power
3 kW

Voltage
380 V 

Weight
2.320 kg

Wheel-Free Jack 5.500 kg
Lifting Height 450 mm

Platform 1.620-2.120×620 mm

Technical Data

Dimensional Drawing

Features

Assembly Requirements

Precise synchronisation suitable 
for wheel alignment

Sliding plates for wheel alignment incl.

Wheel-free jack with double  
extandable platforms

Concrete strength of 150 mm or more

Assistance of an employee for unloading 
and setting up the columns must 
be provided 

A compressed air connection with with 
quick coupling 1/4 inch must be provided 
(in the position of the control box)

Incl. LED light

Low profile suitable for floor installation

Safety control in low voltage (24 V)

The electrical connection must be carried 
out by a qualified electrician (3 ph / 380 V)

The place of installation of the lifting 
platform must be free when the 
technician arrives

Scope of Delivery

TLT-855 A,  Anchor Bolts Electrical Control Box Construction Material
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Lifts
Accessories

TLT- Extensions

Ʒ	 90, 125 und 140 mm for all 2 Post Lifts (except TLT-250 AT (C))

Ʒ	 76, und 152 mm for TLT-250 AT (C)

TLT-Lifting Arm

Ʒ	 3-Stage Lifting Arm
Ʒ	 For all 2 Post Lifts (except  TLT-250 AT (C))
Ʒ	 Length: 980 - 1.570 mm

Central Jack

Ʒ	 Suitable for 4 Post Lifts only for TLT-440 W and TLT-455 W

XT-3A

Ʒ	 Suitable for 4 Post Lifts only for TLT-450 JA

TLT-Ramp Rubber Drive-On Ramp

Ʒ	 Removable Ramp
Ʒ	 Reduced tilt angle facilitates the accent of low chassis vehicles
Ʒ	 Suitable for 2, 4 Post and Scissor Lifts

Thick and Thin Rubber Pad 

Ʒ	 Suitable for 4 Post Lifts

Turntable

Ʒ	 Suitable for 4 Post Lifts

LH330 
Trolley Jack
The LH330 is a low profile jack. With its low profile, it 
is perfect for almost all vehicles that offer low ground 
clearance. The double pump guarantees a fast lifting 
of the vehicle, with a reduced expenditure of time. 
Due to the extra long lever arm, even heavy vehicles 
up to 3.5 tons can be lifted easily and effortlessly.

Features

Low Profile Dual Pump

Lifting Capacity
3.000 kg

Lifting Height
85 mm - 500 mm

Weight
36 kg

Technical Data
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Overview TLT-Series 
Hydraulic 2 Post Lift

TLT-235 SBA TLT-235 SBA (E) TLT-240 SCA TLTE-40 SCA TLT-250 AT (C)

3.500 kg 
Lifting Capacity 

3.500 kg
Lifting Capacity 

4.000 kg 
Lifting Capacity  

4.000 kg 
Lifting Capacity

5.000 kg 
Lifting Capacity

2.860 mm 
Total Height

2.900 mm 
Total Height

3.840 mm 
Total Height

4.810 mm
 Total Height

4.810 mm 
Total Height

3.370 mm 
Total Width

3.400 mm 
Total Width

3.420 mm 
Total Width

3.420 mm 
Total Width

4.110 mm 
Total Width

1.920 mm 
Max. Lifting Height

1.920 mm 
Max. Lifting Height 

1.920 mm 
Max. Lifting Height 

1.920 mm 
Max. Lifting Height 

1.850 mm 
Max. Lifting Height

110 mm 
Min. Lifting Height

110 mm 
Min. Lifting Height

110 mm 
Min. Lifting Height

110 mm 
Min. Lifting Height

110 mm 
Min. Lifting Height

2-stage 855 ‒ 1.365 mm
3-stage 580 ‒ 1.120 mm

Lifting Arm

2-stage 665 ‒ 1.215 mm
Lifting Arm

2-stage 800 ‒ 1.200 mm
Lifting Arm

2-stage 800 ‒ 1.200 mm
Lifting Arm

3-stage 950 ‒ 1.800 mm
Lifting Arm

2.486 mm 
Passing Width  

2.486 mm 
Passing Width 

2.486 mm 
Passing Width 

2.486 mm 
Passing Width 

3.050 mm 
Passing Width 

≤ 55 s / ≤ 40 s 
Lifting / 

Lowering Time

≤ 55 s / ≤ 40 s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 40 s 
Lifting /

 Lowering Time

≤ 50 s / ≤ 40 s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 40 s 
Lifting / 

Lowering Time

2,2 kW 
Motor Power 

2,2 kW 
Motor Power 

2,2 kW 
Motor Power   

2,2 kW 
Motor Power 

3,0 kW 
Motor Power  

380 V / 50 Hz 
Voltage

380 V / 50 Hz 
Voltage

380 V / 50 Hz 
Voltage

380 V / 50 Hz 
Voltage

380 V / 50 Hz 
Voltage

min. 250 mm 
Concrete Strength

min. 150 mm 
Concrete Strength

min. 250 mm 
Concrete Strength

min. 250 mm 
Concrete Strength

min. 250 mm 
Concrete Strength

10 l 
Oil Volume

10 l 
Oil Volume

10 l 
Oil Volume

10 l 
Oil Volume

12 l 
Oil Volume

620 kg 
Weight

735 kg 
Weight

700 kg 
Weight

985 kg 
Weight

960 kg 
Weight
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Overview TLT-Series
Hydraulic 4 Post Lift, Scissor Lift

TLT-440 W  TLT-455 W TLT-450 JA TLT-330 A  TLT-330 M TLT-640 A TLT-855 A

4.000 kg
Lifting Capacity 

5.500 kg 
Lifting Capacity

5.000 kg 
Lifting Capacity 

3.000 kg 
Lifting Capacity 

3.000 kg 
Lifting Capacity

4.000 kg 
Lifting Capacity   

5.500 kg 
Lifting Capacity 

2.172mm 
Lifting Height

2.172 mm 
Lifting Height

260 mm - 1.896 mm
Lifting Height

960 mm 
Lifting Height

960 mm 
Lifting Height

1.900 mm 
Lifting Height

1.860 mm 
Lifting Height

3.445 mm 
Total Width

3.445 mm 
Total Width

3.478 mm
Total Width

105 mm 
Min. Lifting Height

100 mm 
Min. Lifting Height

115 mm 
Min. Lifting Height

220 mm 
Min. Lifting Height

4.240 × 500 mm
Runway Length 

and Width 

5.600 × 550 mm
Runway Length 

and Width

6.778 mm
Total Length

1.450 / 2.030 /
 530 mm

Runway L /W
 Total Width: 1.860 

mm   

1.450 / 2.030 /
 530 mm

Runway L /W
 Total Width: 1.850 mm 

1.420 / 2.000 / 680 
mm

Runway L / W
Total Width: 2.200 

mm

5.300 × 680 mm
Runway L / W

Total Width: 2.260 
mm

≤ 60 s / ≤ 40 s 
Lifting / 

Lowering Time

≤ 70 s / ≤ 40 s 
Lifting / 

Lowering Time

≤ 50 / ≤ 60s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 60 s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 60 s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 60 s 
Lifting / 

Lowering Time

≤ 50 s / ≤ 60 s 
Lifting / 

Lowering Time

2,2 kW 
 Motor Power 

2,2 kW 
 Motor Power 

3,0 kW 
 Motor Power 

2,2 kW 
Motor Power 

2,2 kW 
Motor Power 

2,2 kW 
Motor Power

3,0 kW 
Motor Power 

380 V / 50 Hz 
Voltage

380 V / 50 Hz 
Voltage

380 V / 50 Hz
Voltage

220 V / 50 Hz
or

380 V / 50 Hz 
Voltage 

380 V / 50 Hz
Voltage 

380 V / 50 Hz
Voltage 

380 V / 50 Hz 
Voltage 

min. 200 mm 
Concrete Strength

min. 200 mm 
Concrete Strength

min. 150 mm
Concrete Strength

min. 150 mm 
Concrete Strenght

min. 150 mm 
Concrete Strength

min. 150 mm 
Concrete Strength

min. 150 mm 
Concrete Strength

12 l 
Oil Volume

12 l 
Oil Volume

18 l
Oil Volume

12 l 
Oil Volume

6 l 
Oil Volume

18 l 
Oil Volume

20 l 
Oil Volume

1.550 kg 
Weight

1.800 kg 
Weight

1.520 kg
Weight

650 kg 
Weight

500 kg 
Weight

890 kg 
Weight

3.436 kg 
Weight

1.850 - 250 mm
Max.- Min.

Lifting Height

1.900 - 250 mm
Max.- Min.

Lifting Height

460 mm
Wheel Free Lift

3.045 mm 
Drive-Through 

Width

3.045 mm 
Drive-Through 

Width

840 mm 
Track Distance
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